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® RoadForce® AGM GROUP 31 BATTERIES - 24 MONTH WARRANTY - MAINTENANCE FREE* - 12VOLT

OVERALL DIMENSIONS
INCHES

WARRANTY

FREE / TOTAL

UNIT
VALUE

Start Positive.
Stay Positive:

BATTERY
TERMINAL
TYPE

Vibration Maintenance
Spill Proof @ High Cycling @ Canadiy % Resistant Free
31 XRF-31D 925 1110 200 13 6-5/8 9-7/16 24/24 15 T
31 XRF-31E 925 1110 200 13 6-5/8 9-7/16 24/24 15 M (3/8)
31 RF-31D 700 840 200 13 6-5/8 9-7/16 24/24 15 T
31 RF-31E 700 840 200 13 6-5/8 9-7/16 24/24 15 M (3/8)
EXIDE® EXTREME CYCLER 200 GROUP 31 BATTERIES 24 MONTH WARRANTY - 12VOLT
Reserve Vibration Maintenance
@ High Cycling @ Capacity % Resistant 0 Free
31 [ EXHC-200D | 700 [ 840 6-13/16 9-5/16 24124 [ 15 ] T
EXIDE® GROUP 31 SELECT PERFORMANCE BA'I'I'ERIES - MAINTENANCE FREE -24 MONTH WARRANTY -12 VOLT
Reserve Vibration Maintenance
Capacity Resistant Free
31 XHP-31D 950 1100 190 13 6-13/16 9-7/16 24/24 15 T
31 XHP-31E 950 1100 190 13 6-13/16 9-3/8 24/24 15 A
31 HP-31D 925 1050 180 13 6-13/16 9-7/16 18/24 15 T
31 HP-31E 925 1050 180 13 6-13/16 9-3/8 18/24 15 A
31 HC-31D 700 840 180 13 6-13/16 9-7/16 18/24 15 T
HC-31E 840 180 6-13/16 9-3/8 18/24 15 A
Vibration Maintenance
Resistant Free
31 [ com-31D | 660 [ 800 [ 160 [ 13 [ 6-13/16 9-7/16 18/24 [ 15 ] T
COM-31E 800 160 6-13/16 9-3/8 18/24 1.5 A
F-3EE 440 100 4-1/4 - 12/24 1.0 A
3ET F-3ET 460 550 120 19-1/4 4-1/4 9-9/16 12/24 15 A
4D COM-4D-P 1000 1200 320 19-9/16 8-5/16 10 12/24 3.0 A
ADLT F-4DLT 820 970 250 20 8-1/8 8-1/8 12/24 2.0 A
8D* COM-8D 1300 1560 435 20-3/4 11 10 12/24 4.0 A
8D* COM-8D (312) 1300 1560 435 22-5/16 11 10 12/24 4.0 *B (312)
8D* COM-8D (313) 1300 1560 435 22-5/16 11 10 12/24 4.0 *B (313)
8D* COM-8D (314) 1300 1560 435 22-5/16 11 10 12/24 4.0 *B1 (314)
8D* COM-8D-P 1155 1380 400 20-7/8 11 10 12/24 4.0 A
8D* COM-8D-P (312) 1155 1380 400 22-5/16 11 10 12/24 4.0 *B (312)
8D* COM-8D-P (313) 1155 1380 400 22-5/16 11 10 12/24 4.0 *B (313)
8D* COM-8D-P (314) 1155 1380 400 22-5/16 11 10 12/24 4.0 *B1 (314)
8D* COM-8D-PS 1155 1380 400 20-7/8 11 10 12/24 4.0 T
16TF F-16TF 545 665 210 16-1/2 7-1/8 11-1/16 12/24 25 A
17TF F-17TF 530 665 140 17 6-7/8 7-7/8 12/24 1.0 A
30H COM-30H 700 850 180 13 6-15/16 9-5/8 12/24 15 A
1 COM-1H-P 625 750 160 8-13/16 6-3/4 8-5/8 12/24 1.0 A
2 COM-2-P 625 750 150 10-1/4 6-7/8 9-5/16 12/24 1.0 A
2E F-2E 600 730 180 19-3/8 4.125 9.125 12/24 1.0 A
3EH F-3EH 850 1020 280 19-1/4 4-1/4 9-7/8 12/24 15 A
4 COM-4EC-P 975 1170 300 13 6-3/4 9-1/4 12/24 15 A
4EH F-4EH 930 1110 300 19-1/4 5 10 12/24 15 A
5D COM-5D 850 1020 280 13-1/2 7-1/4 9-3/8 12/24 15 A
7D COM-7D 975 1170 330 15-7/8 7-1/4 9-3/8 12/24 2.0 A
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